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DESCRIPTION  

SUPER BOND is an acrylic polymer emulsion designed for the modification of Portland Cement compositions.  
Mortars modified with SUPER BOND exhibit increased physical strength and chemical resistant properties.  Thin 
applications dry rapidly and adhere well to old concrete, masonry, brick, wood, metals, and many other surfaces.  
SUPER BOND is also excellent for bonding new concrete to old.   
 

FEATURES  

 Excellent adhesion to cementitous substrates 
 Fast set time 
 Bonds new ready-mix to old concrete 
 Resists UV degradation 
 Increases strength of mortars 
 Improves chemical resistance of mortars 
 Increases water resistance 
 Improves flexural strength of cement-based materials 
  

PREPARATION 

Surface preparation methods will vary depending on intended use of SUPER BOND. Surfaces to receive 
cementitous coatings must be clean, dry, and free of dirt, oil, grease, efflorescence, release agents, or other 
substances that interfere with adhesion. Clean concrete surfaces with DEGREASER NEUTRALIZER to remove 
surface contaminants. Etch non-porous concrete surfaces with ETCH & CLEAN, rinse thoroughly, and allow to 
completely dry. 
 

APPLICATION 

Apply only when substrate and air temperatures are 50
0
 F and rising.  Prior to application of cementitous coating, 

apply primer coat of SUPER BOND to surface.  When using as a modifier thoroughly mix all cement and sand first. 
Slowly add SUPER BOND to cement/sand mixture and mechanically combine at a low rpm until uniform. The 
mixture typically sets within 30 minutes to 1 hour. The surface is typically suitable for foot traffic in 4-6 hours, and 
vehicular traffic in 48 hours. 
 
DO NOT ALLOW THIS PRODUCT TO FREEZE. DISCARD PRODUCT IF FREEZING OCCURS. 
 
Consult ASTM method D 4258 – Practice for Surface Cleaning Concrete for Coating 
 

TECHNICAL DATA        

Density @ 20
o
C (g/cc): 0.98   Flash Point: N/A   

Weight Solids:   24% +/- 1%  VOC:  0 g/L   
 

HMIS 

Health  1  Flammability 0 
Reactivity 0  Protection B 
 

CLEANUP   

Uncured material should be removed with soap and water. Clean up tools with A1 Solvent or Xylene. 
 
 
DISCLAIMER: Since manufacturer has no control over handling, use or storage; no guarantee expressed or implied, is offered. Clemons Concrete Coatings warrants 

the product to be free of defects and will replace or refund the purchase price of said products proven defective. Labor cost and/or other consequential damages are 

not covered by this warranty. Responsibility for claims of any kind is strictly limited to the purchase price of the product. The suitability of the product for any 

extended use shall be solely up to the user. 


